








/ / The designer series

// DESIGNER STYLE

The collection of extraction systems complimenting the Highland range 

are best described as the perfect partnership between cooktop and 

rangehood when superior performance is essential to extract those 

unwanted cooking fumes and odours.    

When investing in one of these quality extraction systems, you can feel 

confident that only the best materials have been sourced to produce 

these technologically advanced rangehoods.  Noticeably finished with 

the highest standard of workmanship; these well featured and elegantly 

designed rangehoods will create a stunning success in any kitchen.
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/ / HIGHLAND DESIGNER SERIES WALL CANOPIES

900mm GLASS WALL canopy > BHH9027G

-  AISI304 stainless steel with curved glass smoke visor
-  Twin square halogen lighting
-  Powerful  single tangential motor
-  800 m3/hr drawing capacity
-  4 speed electronic optical controls
-  Automatic shut off timer
-  Clean filter warning
-  2 framed anti grease filters with stainless steel grill

900mm WALL canopy > BHH9028

-  Superior AISI304 stainless steel finish 
-  Powerful  single tangential motor
-  800 m3/hr drawing capacity
-  4 speed electronic optical controls
-  Twin square halogen lighting
-  3 framed anti grease filters with stainless steel grill
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/ / HIGHLAND DESIGNER SERIES WALL CANOPIES

900mm WALL canopy > HT900.3

-  Mark free “Scotchbrite” AISI304 stainless steel finish 
-  STRATOX patented stratified steel finish
-  Powerful  single tangential motor
-  800 m3/hr drawing capacity
-  Advanced perimeter extraction system
-  Sound absorption panel
-  4 speed electronic optical controls
-  Automatic shut off timer
-  Clean filter warning
-  Single removable and washable metallic grease filter

900mm GLASS WALL canopy > BHH9029G

-  AISI304 stainless steel finish with tempered glass smoke visor
-  Twin square halogen lighting
-  Powerful  single tangential motor
-  800 m3/hr drawing capacity
-  4 speed electronic optical controls
-  Automatic shut off timer
-  Clean filter warning
-  2 framed anti grease filters with stainless steel grill
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900mm WALL canopy > BHH9034

-  Superior AISI304 stainless steel finish 
-  Powerful  single tangential motor
-  800 m3/hr drawing capacity
-  4 speed electronic optical controls
-  Automatic shut off timer
-  Clean filter warning
-  3 framed anti grease filters with stainless steel grill
-  Single white fluorescent lighting
-  Night illuminating panel

900mm WALL canopy > BHH9035

-   Superior AISI304 stainless steel finish 
-   Powerful  single tangential motor
-   800 m3/hr drawing capacity
-   4 speed electronic optical controls
-   Automatic shut off timer
-   Clean filter warning
-   3 framed anti grease filters with stainless steel grill
-   Single white fluorescent lighting
-   Night illuminating panel

/ / HIGHLAND DESIGNER SERIES WALL CANOPIES
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900mm island canopy > BHH9034-IS

-  Superior AISI304 stainless steel finish 
-  Powerful  single tangential motor
-  800 m3/hr drawing capacity
-  4 speed electronic optical controls
-  Automatic shut off timer
-  Clean filter warning
-  3 framed anti grease filters with stainless steel grill
-  Twin white fluorescent lighting
-  Night illuminating panel
 

900mm GLASS island canopy > BHH9029G-IS

-  Superior AISI304 stainless steel finish with glass smoke visor
-  Four square halogen lighting
-  Powerful single tangential motor
-  800 m3/hr drawing capacity
-  4 speed electronic optical controls
-  Automatic shut off timer
-  Clean filter warning
-  2 framed anti grease filters with stainless steel grill

/ / HIGHLAND DESIGNER SERIES ISLAND CANOPIES
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560mm / 800mm UNDERMOUNT RANGEHOOD > BHH5600 / BHH8000

-  560mm or 800mm built-in undermount extraction system
-  Superior  AISI304 stainless steel under body finish
-  Designed to be integrated into over head cabinetry
-  Powerful single tangential motor
-  600 m3/hr drawing capacity
-  3 speed electronic control
-  2 framed metallic grease filters 
-  Twin square halogen lighting
-  Automatic shut off timer
-  Clean filter warning indicator

600mm slideout rangehood > BAH6019

-  stainless steel rail with white underside
-  single tangential motor
-  700 m3/hr drawing capacity
-  3 speed electronic control
-  twin halogen lighting
-  2 framed metallic grease filters

/ / HIGHLAND DESIGNER SERIES UNDERMOUNT + SLIDEOUTS
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/ / COOKTOP SPECIFICATIONS

professional 1015MM gas+induction cooktop > HP5CIN/L

Hob:  	 4.0mm thick ceramic glass with bevelled edge, frameless design 

	 with stainless steel controls knobs.

5 heat zones: 	 4 x 22 MJ:    D size dual ring gas wok burners

	 1 x 3.7kW:   280mm diameter single induction zone 

	 Electronic under knob ignition

	 240V auto re-ignition and flame failure safety device

	 Automatic switch off feature to induction zone

Connection: 	 Hardwired

Gas Supply:	 Must be ordered as either Natural Gas or LPG unit.

Pan Supports: Smooth Vitreous enamelled coated cast iron trivets.

	 Dishwasher safe.

professional 660MM gas cooktop > HP4SSN/L

Hob:  	 3.0mm thick stainless steel with 0.9mm (AISI304 grade) stainless 		

steel control panel and ‘Scotchbrite’ finish.

4 Heat Zones:	 1 x 22 MJ:    D size dual ring gas wok burner

	 1 x 8.5MJ:    B size single ring gas burner

	 2 x 6.5MJ:    A size single ring gas burners

	 Electronic under knob ignition

	 240V auto re-ignition and flame failure safety device

Connection: 	 10 amp plug supplied

Gas Supply:	 Must be ordered as either Natural Gas or LPG unit.

Pan Supports: Smooth Vitreous enamelled coated cast iron trivets.

	 Dishwasher safe.

professional 985MM DUEL FUEL cooktop > HP6SSN/L

Hob:  	 3.0mm thick stainless steel with 0.9mm (AISI304 grade) stainless 		

steel control panel and ‘Scotchbrite’ finish.

6 Heat Zones:	 2 x 22 MJ:    D size dual ring gas wok burners

	 2 x 8.5MJ:    B size single ring gas burners

	 2 x 6.5MJ:    A size single ring gas burners

	 Electronic under knob ignition

	 240V auto re-ignition and flame failure safety device

Connection: 	 10 amp plug supplied

Gas Supply:	 Must be ordered as either Natural Gas or LPG unit.

Pan Supports: Smooth Vitreous enamelled coated cast iron trivets.

	 Dishwasher safe.     

950mm

260mm

55mm

470mm

60mm

985mm
505mm

A

A + 20mm
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TRINITY SINGLE electric cooktop > HT1CE

Hob:  	 4.0mm thick ceramic glass with 0.9mm (AISI304 grade) 		

stainless steel control panel and ‘Scotchbrite’ finish.

1 Heat Zone:	 1 x 2.2 kW:    200mm/120mm diameter dual zone electric 	

	 ribbon element.

Connection: 	 10 amp plug supplied

	 Dishwasher safe.

TRINITY SINGLE gas cooktop > HT1SSN/L

Hob:  	 3.0mm thick stainless steel with 0.9mm (AISI304 grade) 		

stainless steel control panel and ‘Scotchbrite’ finish.

1 Heat Zone:	 1 x 22 MJ:    D size dual ring gas wok burner

	 Electronic under knob ignition

	 Flame failure safety device

Connection: 	 10 amp plug supplied

Gas Supply:	 Must be ordered as either Natural Gas or LPG unit.

Pan Supports: Smooth Vitreous enamelled coated cast iron trivets.

	 Dishwasher safe.

TRINITY 850MM gas + induction COOKTOP > HT3CIN/L

Hob:  	 4.0mm thick ceramic glass with 0.9mm (AISI304 grade) 		

stainless steel control panel and ‘Scotchbrite’ finish.

3 Heat Zones:	 1 x 22 MJ:    D size dual ring gas wok burner

	 1 x 1.8kW:   140mm diameter single induction zone

	 1 x 3.2kW:   210mm diameter single induction zone 

	 Electronic under knob ignition

	 240V auto re-ignition and flame failure safety device

	 Automatic switch off feature to induction zones

Connection: 	 Hardwired

Gas Supply:	 Must be ordered as either Natural Gas or LPG unit.

Pan Supports: Smooth Vitreous enamelled coated cast iron trivets.

	 Dishwasher safe.
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/ / COOKTOP SPECIFICATIONS
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DESIGNER INDOOR GAS BARBEQUE > HDBBQN/L

Hob:  	 3.0mm thick stainless steel with 0.9mm (AISI304 grade) 		

stainless steel control panel and ‘Scotchbrite’ finish.

	 1.2mm thick stainless steel flat lid to match.

	 1 Heat Zone:1 x 12 MJ    Single ceramic tile gas burner

	 Electronic under knob ignition

	 Flame failure safety device

Connection: 	 10 amp plug supplied

Gas Supply:	 Must be ordered as either Natural Gas or LPG unit.

Griddle Plate:	 Black enamelled high carbon steel plate.

	 Dishwasher safe.

TRINITY 850mm 3 BURNER GAS COOKTOP > HT3CN/L  

TRINITY 850mm 3 BURNER GAS COOKTOP > HT3SSN/L

Hob HT3CN/L:	 4.0mm thick ceramic glass with 0.9mm (AISI304 grade) 		

s/steel control panel and trim in ‘Scotchbrite’ finish.

Hob HT3SSN/L:	 3.0mm thick s/steel with 0.9mm (AISI304 grade) 		

stainless steel control panel and ‘Scotchbrite’ finish.

3 Heat Zones:	 1 x 22 MJ:      D size dual ring gas wok burner

	 1 x 12.5 MJ:   C size single ring gas burner

	 1 x 6.5 MJ:     A size single ring gas burner

	 Electronic under knob ignition

	 240V auto re-ignition and flame failure safety device

Connection:	 10 amp plug supplied

Gas Supply:	     Must be ordered as either Natural Gas or LPG unit.

Pan Supports:	 Smooth Vitreous enamelled coated cast iron trivets.

	D ishwasher safe.

/ / COOKTOP SPECIFICATIONS
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/ / COOKTOP SPECIFICATIONS

PROFESSIONAL 600MM INDUCTION cooktop > HP4IC

Hob:  	 4.0mm thick ceramic glass

4 Heat Zones:	

	 2 x 1.2kW 160mm induction cooking zone 

	 2 x 2.3kW 200mm induction cooking zone 

	 Total power output of 7.4kW

	 Automatic switch off feature to induction zones

Connection: 	 Hardwired

Electrical:	 220-240V

PROFESSIONAL 600MM INDUCTION cooktop > HP4IFC

Hob:  	 4.0mm thick undercoated ceramic glass

4 Heat Zones:	

	 4 x 2.1kW 220mm induction cooking zones

	 4 x 2.6kW/3.7kW superbooster zones

	 Total power output of 14.8kW

	 Automatic switch off feature to induction zones

Connection: 	 Hardwired

Electrical:	 220-240V
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/ / COOKTOP SPECIFICATIONS

PROFESSIONAL 900MM INDUCTION cooktop > HT3IFC

Hob:  	 4.0mm thick undercoated ceramic glass

4 Heat Zones:	

	 2 x 2.1kW 220mm induction cooking zones

	 1 x 2.6kW 260mm induction cooking zones

	 2 x 2.6kW/3.7kW superbooster zones

	 1 x 3.3kW/3.7kW superbooster zones

	 Total power output of 11.1kW

	 Automatic switch off feature to induction zones

Connection: 	 Hardwired

Electrical:	 220-240V

PROFESSIONAL 900MM INDUCTION cooktop > HP6IFC

Hob:  	 4.0mm thick undercoated ceramic glass

4 Heat Zones:	

	 6 x 2.1kW 220mm induction cooking zones

	 6 x 2.6kW/3.7kW superbooster zones

	 Total power output of 22.2kW

	 Automatic switch off feature to induction zones

Connection: 	 Hardwired

Electrical:	 220-240V
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CABINETRY DIMENSIONS

XXL PYROLYTIC SINGLE OVEN > HIO75MP

Oven:	 75cm width

	 104 litre gross capacity

	 83 litre nett capacity

	 Mark free brushed stainless steel

Heat Type: 	 Electric

Features:	 8 multifunction programs, Pyrolytic clean function

	 Neutralizing catalytic converter

Oven light:	 2 x 20 watt halogen

Power:	 230-240 Volt

	 50 Hertz

	 10.6 Ampere 

	 3660 Watt maximum

Connection:	 15 amp Hardwired

Accessories:	 2 x wire porcelain enamelled self cleaning shelves 

	 (can be left in during pyrolytic cleaning mode)

	 1 x porcelain enamelled baking tray with chrome rack 		

(chrome grill rack must be removed during pyrolytic cleaning 		

mode, baking tray can remain)

	 1 x tray handle

Oven Model A B C D

depth to glass height of body width height

HIO75MP 561 579 745 590

OVEN dimensions for 75cm single oven

Oven Model A B C D

width depth height minimum space

HIO75MP 710 550 585 13

CABINETRY dimensions for 75cm single oven

OVEN DIMENSIONS

/ / OVEN SPECIFICATIONS

44



XXL PYROLYTIC DOUBLE OVEN > HIO75DMP

Oven:	 75cm width

	 104 litre gross capacity to both ovens

	 83 litre nett capacity to both ovens

	 Mark free brushed stainless steel

Heat Type: 	 Electric

Features:	 8 multifunction programs, Pyrolytic clean function

	 Neutralizing catalytic converter

Oven light:	 2 x 20 watt halogen

Power:	 230-240 Volt

	 50 Hertz

	 30.5 Ampere 

	 7200 Watt maximum

Connection:	 30 amp Hardwired

Accessories:	 4 x wire porcelain enamelled self cleaning shelves 

	 (can be left in during pyrolytic cleaning mode)

	 2 x porcelain enamelled baking tray with chrome rack 		

(chrome grill rack must be removed during pyrolytic cleaning 		

mode, baking tray can remain)

	 2 x tray handles

 

Oven Model A B C D

depth to glass height of body width height

HIO75DMP 561 1210 745 1220

OVEN dimensions for 75cm double oven

Oven Model A B C D

width depth height minimum space

HIO75DMP 710 550 1215 13

CABINETRY dimensions for 75cm double oven

OVEN dimensions

CABINETRY dimensions

/ / OVEN SPECIFICATIONS
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wall canopy > BHH9027G

Hood:	 900mm width canopy with flue extension piece

	 AISI304 grade s/steel finish with curved glass smoke visor

Motor Type:	 Single tangential fan

	 800 m3/hr drawing capacity

Lighting:	 2 x square 20 watt halogens

Connection:	 10 amp plug supplied

Installation:	 150mm flue outlet

	 Wall mounted by installation brackets

Optional 

Accessories:	 Carbon filter:  Model - GECF0113

	 960mm Flue Extension Cover:  Model - GEFE9604

max. 
1080 

520 

260 

490 

263 

900 

60 

wall canopy > BHH9028

Hood:	 900mm width canopy with flue extension piece

	 AISI304 grade stainless steel finish

Motor Type:	 Single tangential fan

	 800 m3/hr drawing capacity

Lighting:	 2 x square 20 watt halogens

Connection:	 10 amp plug supplied

Installation:	 150mm flue outlet

	 Wall mounted by installation brackets

Optional 

Accessories:	 Carbon filter:  Model - GECF0113

	 960mm Flue Extension Cover:  Model - GEFE9602

wall canopy > BHH9029G

Hood:	 900mm width canopy with flue extension piece 

	 AISI304 grade s/steel finish with tempered glass smoke visor

Motor Type:	 Single tangential fan

	 800 m3/hr drawing capacity

Lighting:	 2 x square 20 watt halogens

Connection:	 10 amp plug supplied

Installation:	 150mm flue outlet

	 Wall mounted by installation brackets

Optional 

Accessories:	 Carbon filter:  Model - GECF0113

	 960mm Flue Extension Cover:  Model - GEFE9602

max 500 

520 

8 

30 

490 

410 

263 

260 

/ / RANGEHOOD SPECIFICATIONS
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wall canopy > HT900.3

Hood:	 900mm width canopy with flue extension piece

	 Mark Free stratified 10mm thick AISI304 stainless steel finish

Motor Type:	 Single tangential fan

	 800 m3/hr drawing capacity

Lighting:	 2 x square 20 watt halogens

Connection:	 10 amp plug supplied

Installation:	 150mm flue outlet

	 Wall mounted by installation brackets

Optional 

Accessories:	 Carbon filter:  Model - GECF0113

	 960mm Flue Extension Cover:  Model - GEFE9601

wall canopy > BHH9034

Hood:	 900mm width canopy with flue extension piece

	 AISI304 grade stainless steel finish

Motor Type:	 Single tangential fan

	 800 m3/hr drawing capacity

Lighting:	 1 x 21 watt fluorescent light

Connection:	 10 amp plug supplied

Installation:	 150mm flue outlet

	 Wall mounted by installation brackets

Optional 

Accessories:	 Carbon filter:  Model - GECF0113

	 960mm Flue Extension Cover:  Model - GEFE9602

wall canopy > BHH9035

Hood:	 900mm width canopy with flue extension piece

	 AISI304 grade stainless steel finish

Motor Type:	 Single tangential fan

	 800 m3/hr drawing capacity

Lighting:	 1 x 21 watt fluorescent light

Connection:	 10 amp plug supplied

Installation:	 150mm flue outlet

	 Wall mounted by installation brackets

Optional 

Accessories:	 Carbon filter:  Model - GECF0113

	 960mm Flue Extension Cover:  Model - GEFE9605

/ / RANGEHOOD SPECIFICATIONS
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Island  canopy > BHH9034-IS

Hood:	 900mm width island canopy with flue extension piece

	 AISI304 grade stainless steel finish 

Motor Type:	 Single tangential fan

	 800 m3/hr drawing capacity

Lighting:	 2 x 21 watt fluroescent lights

Connection:	 10 amp plug supplied

Installation:	 150mm flue outlet

	 Island mounted by installation brackets

Optional 

Accessories:	 Carbon filter:  Model - GECF0113

	 1200mm Flue Extension Cover:  Model – GEFE1200

Island  canopy > BHH9029G-IS

Hood:	 900mm width island canopy with flue extension piece

	 AISI304 grade stainless steel finish with tempered 		

	 glass smoke visor

Motor Type:	 Single tangential fan

	 800 m3/hr drawing capacity

Lighting:	 4 x square 20 watt halogens

Connection:	 10 amp plug supplied

Installation:	 150mm flue outlet

	 Island mounted by installation brackets

Optional 

Accessories:	 Carbon filter:  Model - GECF0113

	 1200mm Flue Extension Cover:  Model – GEFE1200

531 /
291

258 776 494 /

26
3

 739

undermount rangehood > BHH5600/BHH8000*

Hood:	 560mm / 800mm width

	 AISI304 grade stainless steel underside

Motor Type:	 Single tangential fan

	 600 m3/hr drawing capacity

Lighting:	 2 x square 20 watt halogens

Connection:	 10 amp plug supplied

Installation:	 150mm flue outlet

	 Requires inbuilt to over head cabinetry

Optional 

Accessories:	 Carbon Filter:  Model – GECF0116

/ / RANGEHOOD SPECIFICATIONS
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PROFILE RANGEHOOD > CHH6020

Hood:	 600mm width profile rangehood

	 AISI304 grade stainless steel finish

Lighting:	 2 x LED Lights

Connection:	 10 amp plug supplied

Installation:	 200mm flue outlet

	 Installation hardware included

Accessories:	 6m acoustic duct included

slideout rangehood > BAH6019

Hood:	 600mm width

	 Stainless steel rail with white underside

Motor Type:	 Single tangential fan

	 700 m3/hr drawing capacity

Lighting:	 2 x round 20 watt halogens

Connection:	 10 amp plug supplied

Installation:	 120mm flue outlet

	 Requires inbuilt to over head cabinetry

Optional 

Accessories:	 Carbon filter:  Model - GECF0108

UNDERMOUNT CANOPY > CHH6000 / CHH9000 / CHH1200 *

Hood:	 600 / 900 / 1200mm width undermount canopy

	 AISI304 grade stainless steel finish

Lighting:	 2 x LED Lights

Connection:	 10 amp plug supplied

Installation:	 200mm flue outlet

	 Installation hardware included

Accessories:	 6m acoustic duct included

/ / RANGEHOOD SPECIFICATIONS
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WALL CANOPY > CHH9010

Hood:	 900mm width profile wall canopy

	 AISI304 grade stainless steel finish

Lighting:	 2 x LED Lights

Connection:	 10 amp plug supplied

Installation:	 200mm flue outlet

	 Installation hardware included

Accessories:	 6m acoustic duct included

WALL CANOPY > CHH9011 / CHH1210

Hood:	 900 / 1200mm width wall canopy

	 AISI304 grade stainless steel finish

Lighting:	 2 x LED Lights

Connection:	 10 amp plug supplied

Installation:	 200mm flue outlet

	 Installation hardware included

Accessories:	 6m acoustic duct included

/ / RANGEHOOD SPECIFICATIONS
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ALFRESCO CANOPY > CHH9012 / CHH1212

Hood:	 900 / 1200mm width alfresco canopy

	 AISI304 grade stainless steel finish

Lighting:	 2 x LED Lights

Connection:	 10 amp plug supplied

Installation:	 200mm flue outlet

	 Installation hardware included

Accessories:	 6m acoustic duct included

ISLAND CANOPY > CHH9013 / CHH1213

Hood:	 900 / 1200mm island canopy

	 AISI304 grade stainless steel finish

Lighting:	 2 x LED Lights

Connection:	 10 amp plug supplied

Installation:	 200mm flue outlet

	 Installation hardware included

Accessories:	 6m acoustic duct included

/ / RANGEHOOD SPECIFICATIONS
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Convection Bake. Commonly known as ‘Fan Forced’ cooking.  This method of cooking uses the 
circular element located behind the back wall of the oven interior while the heat is distributed by the 
convection fan, resulting in a faster and more economic operation.  Cooking with this function allows 
different kinds of foods to be cooked simultaneously on different shelves.

Defrost. No elements are operating during this oven function; only the fan comes on to circulate the 
ambient air in the oven cavity which assists in reducing the defrosting time of frozen foods.  The time 
required to defrost the food will depend on the room temperature, the quantity and type of food. 
Always check food packaging for instructions.

Convection Grill. This method of cooking uses intense heat radiated from the upper element in 
conjunction with the convection fan that assists in circulating the heat. Suitable where quick browning 
is required and sealing the juices in such as hamburgers, steaks, some vegetables etc.

Convection Roast. Commonly known as ‘Fan Assisted” cooking.  This method of cooking uses the upper 
and lower elements to generate heat in conjunction with the convection fan that assists in circulating 
the heat evenly throughout the oven cavity.  Suitable for pastries and biscuits when light and delicate 
baking is required.

Fast Preheat. This function uses the circular element, upper and lower elements to rapidly heat the oven 
cavity. When the oven must heat rapidly, this function is intended for preheating the oven in a faster 
time to achieve the desired temperature.

Bake. This method of cooking provides traditional heating being generated from the upper and 
bottom elements. Both the upper and lower element cycle to maintain the ideal temperature required 
particularly suitable for roasting and baking on one shelf only.  

Grill. This cooking method uses intense heat radiated from the upper element directing heat 
downwards directly onto the food. Suitable for grilling medium or large portions of sausages, bacon, 
steaks, fish, etc.

Eco Bake. This function is also using both the upper and lower element cycle to maintain the oven 
temperature like the bake function however there is a special consideration to power saving.   During 
the cooking process the oven lights are automatically deactivated to ensure low energy consumption.

Clean (Pyrolytic). This true self cleaning mode is automatically programmed for a cleaning time 
of 3 hours however this can be manually adjusted depending on the soil conditions of the oven.  
Furthermore, the child safety lock engages as the oven reaches the high temperatures required to burn 
off the residual deposits produced during cooking and convert them into ashes.

/ / HIGHLAND OVEN FUNCTIONS

52





HIGHLAND Appliances operate a policy of continuous improvement and reserve the right to adjust and modify its products and prices without prior notification. 

All Highland appliances are suitable for domestic or household use only and come with a full 2 year parts and labour warranty for your peace of mind. Printed April 2011.

www.highland.com.au

Or contact us for your nearest retailer.

PR Kitchen Systems

1263 Ferntree Gully Road

Scoresby, VIC, 3179 AUSTRALIA

Sales and Service 1300 511 072

www.prks.com.au


